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FAR CREEK
Typical Section
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Type Number Color Survey Date SPF_X SPF_Y DMS_X DMS_Y
Light 10 Red 2011-11-03 2896537 654325 75°59'12.926"W 35°30'37.737"N

US Army Corps
Light 1FC Green 2011-11-03 2907709 653613 75°56'58.110"W 35°30'27.324"N

DayMarker 3 Green 2011-11-03 2905430 653905  75°57'25549"W 35°30'30.899"N of Englneers
Light Green 2011-11-03 2902611 654218  75°57'59.523"W 35° 30’ 34.850" N Wilmington District

A Day Marker Green 2011-11-03 2899791 654496 75°58'33.517"W 35° 30' 38.448" N
’G@ Saund Light Green 2011-11-03 2897389 654760 75°59'2.464"W  35°30'41.782"N

Waypoints

Waypoint Survey Date SPF_X SPF_Y DMS_X DMS_Y

Far Creek - Waypoint #1
Far Creek - Waypoint #2
Far Creek - Waypoint #3
Far Creek - Waypoint #4
Far Creek - Waypoint #5

2011-11-03
2011-11-03
2011-11-03
2011-11-03
2011-11-03

2907823
2897378
2895514
2894563
2894016

653703
654834
653587
653423
653546

75° 56' 56.695" W
75° 59'2.576" W

75° 59' 256.562" W
75° 59' 37.122" W
75° 59'43.696" W

35° 30'28.177" N
35° 30'42.512" N
35° 30" 30.744" N
35° 30'29.408" N
35° 30" 30.787" N

Hatteras Ferry
Channel
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NOTES:
| 1. SOUNDINGS ARE EXPRESSED IN FEET AND TENTHS AND REFER TO M.L.W..

2. PROJECT SURVEYED WITH DISTRICT SURVEY VESSEL "POTTER", USING D.G.P.S.
HORIZONTAL POSITIONING EQUIPMENT AND 200 KHZ SOUNDING EQUIPMENT.

3. TIDE GAGE LOCATED AT: LT 9/ VRS
4. HORIZONTAL DATUM NAD 1983.

5. THIS PROJECT WAS DESIGNED BY THE WILMINGTON DISTRICT OF THE U.S. ARMY CORPS OF
ENGINEERS. THE INITIALS OR SIGNATURES AND REGISTRATION DESIGNATIONS OF INDIVIDUALS
APPEAR ON THESE PROJECT DOCUMENTS WITHIN THE SCOPE OF THEIR EMPLOYMENT WAS
REQUIRED BY ER 1110-1-8152.

6. THESE WAYPOINTS, MAPS AND ASSOCIATED INFORMATION REPRESENTS THE RESULT OF
SURVEYS MADE ON THE DATE INDICATED AND CAN ONLY BE CONSIDERED AS INDICATING
THE GENERAL CONDITIONS EXISTING AT THAT TIME. THESE CONDITIONS ARE SUBJECT TO
RAPID CHANGE DUE TO SHOALING EVENTS. A PRUDENT MARINER SHOULD NOT RELY
EXCLUSIVELY ON THE INFORMATION PROVIDED HERE.

| 7. NAVIGATION AIDS LOCATED WITH DISTRICT SURVEY VESSEL, ACCURACY +/-3 METERS.
LATITUDE AND LONGITUDE ARE EXPRESSED IN DEGREES, DECIMAL DEGREES.
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Danger Sign

CORPS OF ENGINEERS
WILMINGTON, NORTH CAROLINA

Mileboard
Day Marker, Green

U.S. ARMY ENGINEER DISTRICT
ENGELHARD, NORTH CAROLINA

Tide Gage

FAR CREEK

CONDITION SURVEY
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Match Line

75°59'0"W



